
EXTERNAL DIAM. PIPE: 55mm

BORE: 45mm

SHAFT DIAM.: 35mm

STROKE: 310mm

CLOSED LENGHT: 450mm

SUPPORT PLATE: D. 210mm

WEIGHT: 7.9 kg

OIL:  0,5 lt TO OPEN
0,2 lt TO CLOSE

LIFTING STRENGHT:

P.max F. Max

 80 bar 1280 kg 

125 bar 2000 kg 

150 bar 2350 kg 

(kg) 

(bar) 

JACK FOR ASSEMBLY COD RSM120007

100 bar 1600 kg

STROKE

g.beccari
Evidenziato

g.beccari
Evidenziato

g.beccari
Evidenziato

g.beccari
Evidenziato



0.2 lt TO CLOSE

LIFTING STRENGHT:

P.max F. Max

 80 bar 1280 kg 

125 bar 2000 kg 

150 bar 2350 kg 

(kg) 

(bar) 

EXTERNAL DIAM. PIPE: 55mm 
BORE: 45mm 
SHAFT DIAM.: 35mm 
STROKE: 310mm 
CLOSED LENGHT: 450mm
SUPPORT PLATE: D. 210mm 
WEIGHT: 7.9 kg 
OIL:  0,5 lt TO OPEN 

JACK FOR ASSEMBLY COD. RSM120008

100 bar 1600 kg

STROKE

g.beccari
Evidenziato

g.beccari
Evidenziato



0.2 lt TO CLOSE

LIFTING STRENGHT:

P.max F. Max

 80 bar 1280 kg 

125 bar 2000 kg 

150 bar 2350 kg 

(kg) 

(bar) 

EXTERNAL DIAM. PIPE: 55mm 
BORE: 45mm 
SHAFT DIAM.: 35mm 
STROKE: 350mm 
CLOSED LENGHT: 490mm 
SUPPORT PLATE: D. 210mm 
WEIGHT: 8.4 kg 
OIL:  0,5 lt TO OPEN 

JACK FOR ASSEMBLY COD. RSM120013

100 bar 1600 kg

490 STROKE 350

g.beccari
Evidenziato

g.beccari
Evidenziato



EXTERNAL DIAM. PIPE: 55mm 

BORE: 45mm

SHAFT DIAM.: 35mm 

STROKE: 350mm

CLOSED LENGHT: 490mm 

SUPPORT PLATE: D. 210mm 

WEIGHT: 7.9 kg

OIL:  0,5 lt TO OPEN
0.2 lt TO CLOSE

LIFTING STRENGHT:

P.max F. Max

 80 bar 1280 kg 

125 bar 2000 kg 

150 bar 2350 kg 

(kg) 

(bar) 

JACK FOR ASSEMBLY COD 120016

100 bar 1600 kg

STROKE
490

STROKE 350

g.beccari
Evidenziato

g.beccari
Evidenziato



0.2 lt TO CLOSE

LIFTING STRENGHT:

P.max F. Max

 80 bar 1280 kg 

125 bar 2000 kg 

150 bar 2350 kg 

(kg) 

(bar) 

EXTERNAL DIAM. PIPE: 55mm 
BORE: 45mm 
SHAFT DIAM.: 35mm 
STROKE: 260mm 
CLOSED LENGHT: 400mm 
SUPPORT PLATE: D. 210mm 
WEIGHT: 7.9 kg 
OIL:  0,5 lt TO OPEN 

JACK FOR ASSEMBLY COD. RSM120030

100 bar 1600 kg

400 STROKE 260

g.beccari
Evidenziato

g.beccari
Evidenziato



EXTERNAL DIAM. PIPE: 70mm 

BORE 1° STAGE : 60mm

DIAM. SHAFT 1° STAGE: 50mm 

BORE 2° STAGE: 40 mm

DIAM. SHAFT 2° STAGE: 30mm 

STROKE: 340mm (177 + 163 mm) 

LENGHT CLOSED: 366mm

SUPPORT PLATE: D. 210mm

OIL: 0,68 lt TO OPEN  0.26lt TO CLOSE 

WEIGHT: 7.7kg   ---

LIFTING STRENGHT:

P.max F. Max

 80 bar 1005 kg 

125 bar 1570 kg 

150 bar 1880 kg 

(kg) 

(bar) 

1° sfilo Al. 60 

2° sfilo Al. 60 

JACK FOR ASSEMBLY COD. RSM 120022

STROKE 340

100 bar 1257 kg

366

g.beccari
Evidenziato

g.beccari
Evidenziato



EXTERNAL DIAM. PIPE: 70mm 

BORE 1° STAGE : 60mm 

DIAM. SHAFT 1° STAGE: 50mm  

BORE 2° STAGE: 40 mm 

DIAM. SHAFT 2° STAGE: 30mm 

STROKE: 340mm (177 + 163 mm) 

LENGHT CLOSED: 366mm 

SUPPORT PLATE: D. 210mm 

OIL: 0,68lt TO OPEN 0.26lt TO CLOSE 

WEIGHT: 7.7kg  ---

LIFTING STRENGHT:

P.max F. Max

 80 bar 1005 kg 

125 bar 1570 kg 

150 bar 1880 kg 

(kg) 

(bar) 

1° sfilo Al. 60 

2° sfilo Al. 60 

JACK FOR ASSEMBLY COD. RSM 120023

STROKE 340

100 bar 1257 kg

366

g.beccari
Evidenziato

g.beccari
Evidenziato



EXTERNAL DIAM. PIPE: 70mm

BORE 1° STAGE : 60mm

DIAM. SHAFT 1° STAGE: 50mm

BORE 2° STAGE: 40 mm

DIAM. SHAFT 2° STAGE: 30mm

STROKE: 315mm (164 + 151 mm)

LENGHT CLOSED: 343mm

SUPPORT PLATE: D. 210mm

WEIGHT: 7.7kg   ---

OIL: 0,68 lt TO OPEN  0.26lt TO CLOSE

LIFTING STRENGHT:

P.max F. Max

 80 bar 1005 kg 

125 bar 1570 kg 

150 bar 1880 kg 

(kg) 

(bar) 

1° sfilo Al. 60 

Al. 60

2° sfilo Al. 60 

Al. 60

JACK FOR ASSEMBLY COD. RSM 120006

STROKE 315

100 bar 1257 kg

g.beccari
Evidenziato



EXTERNAL DIAM. PIPE: 70mm 

BORE 1° STAGE : 60mm 

DIAM. SHAFT 1° STAGE: 50mm  

BORE 2° STAGE: 40 mm 

DIAM. SHAFT 2° STAGE: 30mm 

STROKE: 315mm (164 + 151 mm) 

LENGHT CLOSED: 343mm 

SUPPORT PLATE: D. 210mm 

OIL: 0,68lt TO OPEN 0.26lt TO CLOSE 

WEIGHT: 7.7kg  ---

LIFTING STRENGHT:

P.max F. Max

 80 bar 1005 kg 

125 bar 1570 kg 

150 bar 1880 kg 

(kg) 

(bar) 

1° sfilo Al. 60 

Al. 60

2° sfilo Al. 60 

Al. 60

JACK FOR ASSEMBLY COD. RSM 120005

STROKE 315

100 bar 1257 kg

g.beccari
Evidenziato
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STROKE

O
70

JACK FOR ASSEMBLY COD. RSM 120093

WEIGHT: 7.3 kg  ---

LIFTING STRENGHT:

P.max F. Max

 80 bar 1005 kg 

125 bar 1570 kg 

150 bar 1880 kg 

(kg) 

(bar) 

1° sfilo Al. 60 

2° sfilo Al. 60 100 bar 1257 kg

EXTERNAL DIAM. PIPE: 70mm 

BORE 1° STAGE : 60mm 

DIAM. SHAFT 1° STAGE: 50mm  

BORE 2° STAGE: 40 mm 

DIAM. SHAFT 2° STAGE: 30mm 

STROKE: 240mm (130 + 110 mm) 

LENGHT CLOSED: 305mm 

SUPPORT PLATE: D. 210mm 

OIL: 0,68 lt TO OPEN 0.26lt TO CLOSE

305

g.beccari
Evidenziato



Dimensions: 565 x 241 x 185mm

weight:  …..kg

Tank: 3,5 lt or 5,0 lt

Pump capacity: 0.25cc

Pump capacity in manual mode: 1.5 cc 

Regulation P max.: 150 bar (up to 200 bar)

Electric Motor:  12V DC 800W

Insulation: IP54

Service Parameters: S2= 2 min.  S3= 8%

HIDRAULIC PUMP KIT COD. RSM120011



Hidraulic Diagram: Hidraulic Connections:

Connect the hoses as following:

C1 = Front Dx      C2 = Front Sx

C3 = Rear Dx     C4 = Rear Sx

R1 = Rear Couple

R2 = Front Couple

Diagram Pressure/Capacity:

(bar) 
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